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Tree Assessment Criteria:

Trunk Integrity (T.I.): this is an assessment of the trunk for any defects or weaknesses .It is 

measured on a scale of poor, fair, good.

Canopy Structure (C.S.): this is an assessment of the scaffold branches, unions and the 

canopy of the tree. This is measured on a scale of poor, fair, good.

Canopy Vigour (C.V.): this is an assessment of the health of the tree and assess the 

amount of deadwood and the live growth in the crown as compared to a

100% healthy tree. the size, colour and amount of foliage are also 

considered in this category. This is measured on a scale of poor, fair, 

good.

Tree Location:

RNFP / TRCA: Stem of tree is located entirely on within the Ravine and Natural Feature

Protection by-law

Private: Stem of tree is located entirely on private property

Park: Stem of tree is located entirely within City owned Parkland

City: Stem of tree is located entirely within the municipal right of way

Tree Condition:

G: Good - tree displays less than 15% deficiency / defect within the given tree assessment

criteria (TI,CS,CV)

F: Fair - tree displays 15-50% deficiency / defect within the given tree assessment criteria 

(TI,CS,CV)

P: Poor - tree displays greater than 40% deficiency / defect within the given tree assessment 

criteria (TI,CS,CV)

D: Dead - tree displays 100% deficiency / defect within the canopy vigour tree assessment 

criteria

TREE PRESERVATION TABLE LEGEND

TREES WITH DIAMETERS OF 30cm OR MORE, SITUATED ON PRIVATE PROPERTY ON THE

SUBJECT SITE

CITY OF TORONTO TREE CATAGORIES

TREES WITH DIAMETERS OF 30cm OR MORE, SITUATED ON PRIVATE PROPERTY, WITHIN 6m OF

THE SUBJECT SITE

TREES OF ALL DIAMETERS SITUATED ON CITY OWNED PARKLAND WITHIN 6m OF THE SUBJECT

SITE

TREES OF ALL DIAMETERS SITUATED WITHIN LANDS DESIGNATED UNDER CITY OF TORONTO

MUNICIPAL CODE, CHAPTER 658, RAVINE PROTECTION

TREES OF ALL DIAMETERS SITUATED WITHIN THE CITY ROAD ALLOWANCE ADJACENT TO THE

SUBJECT SITE

Recommendation:

Retain: tree is in good condition and will not be impacted by construction / grading as the

tree is more than 6m the limits of work.

Preserve: tree is in good condition and will not be impacted by construction / grading, 

although is within proximity to the limits of work and will be protected with tree

hoarding

Remove: tree is either in poor condition or dead or will be significantly impacted by grading

and construction limits and will not survive.

TREE PRESERVATION TABLE COLOUR LEGEND

TREE TO BE REMOVED RELATED TO CONSTRUCTION

TREE TO BE PRESERVED / INJURED

TREE TO BE RETAINED

TREE TO BE PRESERVED

1.

2.

3.

4.

5.

TREE PRESERVATION IS LIMITED TO TREES ON CITY PROPERTY, TREES WITHIN 6m OF THE

LIMIT OF WORK AND TREES 12m OF TRCA REGULATION / RAVINE AND NATURAL FEATURE

PROTECTION LIMITS (RNFP). TREE PROTECTION HOARDING IS TO CONSIST OF THREE TYPES

DEPENDING ON THE APPLICABLE CITY BY-LAW:

· 1.8m HIGH CHAIN LINK FENCE, BY FENCE FENCE INC. OR APPROVED EQUAL. INSTALLED

OFFSET FROM LIMIT OF WORK.  INSTALL AS SHOWN ON PLAN AND PER MANUFACTURERS

RECOMMENDATIONS AND OFFSET FROM SILT FENCE. www.fastfence.ca 416-751-7877

· REFER TO DRAWINGS AND LEGEND FOR TREES IDENTIFIED TO BE INJURED OR REMOVED;

· REFER TO APPENDIX A: TREE PRESERVATION TABLES INCLUDED IN ARBORIST REPORT

FOR DETAILS ON INJURY AND REMOVALS;

· APPROVAL FROM THE CITY AND TRCA IS REQUIRED PRIOR TO ANY TREE REMOVALS /

INJURY

TREE REMOVALS / INJURY

TPZ REDUCTIONS (NO INJURY)

· IT IS LIKELY THAT SOME BRANCH PRUNING WILL BE NECESSARY WHERE EXISTING

PRESERVED TREES ARE CLOSE TO SERVICE CONNECTION INSTALLATIONS. BRANCH

PRUNING LOCATIONS ARE TO BE REVIEWED IN THE FIELD BY THE CONTRACT

ADMINISTRATOR. THIS WORK IS TO BE CONDUCTED BY AN ISA CERTIFIED ARBORIST OR

UNDER THE SUPERVISION OF ONE AND IN ACCORDANCE WITH THE GUIDELINES ON

SHEET TP-7.

· TREE ROOTS ARE LIKELY TO BE IMPACTED WHERE THERE WILL BE ENCROACHMENT

INTO THE MINIMUM TREE PROTECTION ZONE. ROOTS ARE TO BE PRUNED BY A

CERTIFIED ARBORIST OR UNDER THE SUPERVISION OF ONE AND IN ACCORDANCE WITH

THE 'ROOT PRUNING' GUIDELINES ON SHEET TP-7.

ROOT AND BRANCH PRUNING

TREE INJURY:

AS PER THE CITY OF TORONTO'S URBAN FORESTRY POLICY A TREE IS

CONSIDERED INJURED IF THE MINIMUM TREE PROTECTION ZONE IS NOT

PROTECTED. THUS IF THE MINIMUM TREE PROTECTION ZONE CANNOT BE

ESTABLISHED THE POTENTIAL EXISTS FOR INJURY TO TREE ROOTS AND

BRANCHES. A 1:1 (FOR EVERY ONE TREE CONSIDERED INJURED ONE TREE SHALL

BE PLANTED - RNFP AND PARK BY-LAWS ONLY. NO COMPENSATION FOR INJURY

FOR CITY OWNED OR PRIVATE TREES).

TREE REMOVALS / MBCA COMPLIANCE

TO REDUCE THE POSSIBILITY OF CONTRAVENTION OF THE MBCA, VEGETATION

REMOVAL SHOULD BE SCHEDULED TO OCCUR OUTSIDE OF THE OVERALL BIRD

NESTING SEASON OF APRIL 1 TO AUGUST 31. SOME BIRDS MAY NEST BEFORE

AND AFTER THIS PEAK BIRD NESTING SEASON DUE TO ANNUAL SEASONAL

FLUCTUATIONS.

TREE INJURY / REMOVAL POLICIES

· FOR A DETAILED DESCRIPTION OF TREE SPECIES, SIZE, CONDITION AND

RECOMMENDATIONS REFER TO THE TREE PRESERVATION TABLES IN THE

ARBORIST REPORT PREPARED BY WSP CANADA INC., DATED: JULY 12, 2022 AND

SEPTEMBER 21, 2022.

· REFER TO THE ARBORIST REPORT FOR SPECIFIC RECOMMENDATIONS,

PROTECTIVE AND MITIGATION MEASURES.

ARBORIST REPORT NOTES

WHERE TREE PROTECTION ZONES WILL REQUIRE A REDUCTION DUE TO PROXIMITY TO AN

EXISTING HARD SURFACE SUCH AS DRIVEWAYS, EDGE OF PAVEMENT AND SIDEWALKS,

THERE WILL BE NO 'INJURY' AS IT IS ASSUMED THAT NO TREE ROOTS HAVE ESTABLISHED

UNDER CURBS, ROADS, DRIVEWAYS AND SIDEWALKS AND THAT THERE WILL BE NO

CONSTRUCTION IN THESE AREAS.

· THIS MEASURE APPLIES TO TREES ON THE EAST SIDE OF THE EXISTING PATHWAY

· WHERE AN ENCROACHMENT INTO THE ROOT ZONE IS EQUAL TO OR GREATER THAN

3 TIMES THE DBH, TREES WILL BE REMOVED (E.G. 30CM DBH TREE X 3 = 90CM). ANY

ENCROACHMENT THAT EXCEEDS THIS LIMIT IS CONSIDERED TOO SEVERE AN

IMPACT TO THE ROOT ZONE;

TREE REMOVAL CRITERIA

· BRANCHES THAT OVERHANG THE WORK AREA FOR THE INSTALLATION

OF THE BERM CAN BE PRUNED;

· PRUNING TO BE UNDERTAKEN BY A CERTIFIED ARBORIST;

· CANOPY PRUNING THAT EXCEEDS 25% WILL BE CONSIDERED AN

'INJURY'.

TREE PRUNING CRITERIA

· ENCROACHMENTS INTO THE TPZ AS A RESULT OF THE BERM CONSTRUCTION AND

EXCAVATION

· ENCROACHMENTS INTO THE TPZ THAT ARE WITHIN THE PAVED PORTION OF A

PATHWAY OR ROAD (WHERE THERE IS A CURB AND OR SIDEWALK), 'NO INJURY' WILL BE

ASSUMED DUE TO THE ASSUMPTION THERE ARE NO ROOTS UNDER THE CURB AND

ROAD;

· ON PATHWAYS THAT DO NOT HAVE A CURB, GUTTER OR SIDEWALK SEPARATING THE

PAVEMENT FROM THE SOFTSCAPE BOULEVARD, IT WILL BE ASSUMED THAT THERE ARE

ROOTS UNDER THE ROAD AND THAT ENCROACHMENTS INTO THE TPZ WITHIN THE

ROAD OR BOULEVARD WILL RESULT IN 'INJURY'.

TREE INJURY CRITERIA

MINIMUM TREE PROTECTION HOARDING DISTANCES
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· DURING EXCAVATION OPERATIONS IN WHICH THE ROOT AREA IS AFFECTED, THE CONTRACTOR IS TO

PRUNE ALL EXPOSED ROOTS CLEANLY. PRUNED ROOT ENDS ARE TO BE NEATLY AND SQUARELY

TRIMMED AND THE AREA IS TO BE BACKFILLED WITH CLEAN NATIVE FILL AS SOON AS POSSIBLE TO

PREVENT DESICCATION AND PROMOTE ROOT GROWTH. THE EXPOSED ROOTS SHOULD NOT BE

ALLOWED TO DRY OUT, AND THE CONTRACTOR SHALL DISCUSS WATERING OF THE ROOTS WITH THE

CONSULTING ARBORIST SO THAT THE ROOTS SHALL MAINTAIN OPTIMUM SOIL MOISTURE DURING

CONSTRUCTION AND BACKFILLING OPERATIONS, YET SO NOT TO INTERFERE WITH CONSTRUCTION

OPERATIONS. BACKFILLING MUST BE WITH CLEAN UNCONTAMINATED TOPSOIL FROM AN APPROVED

SOURCE. TEXTURE MUST BE COARSER THAN EXISTING SOILS, AND TO COME INTO CLEAN CONTACT

WITH EXISTING SOILS (REMOVE AIR POCKETS, SOD, ETC.)

· TREE ROOTS SHOULD NOT BE EXCAVATED WITHIN THE CRITICAL STRUCTURAL ROOTING AREA.  THIS

IS THE MINIMUM AREA OF THE ROOT SYSTEM NECESSARY TO MAINTAIN VITALITY OR STABILITY OF

THE TREE. TYPICALLY THIS AREA EXTENDS TO THE DRIPLINE OF THE TREE. THE SEVERING OF ONE

ROOT CAN CAUSE APPROXIMATELY 5-20% LOSS OF THE ROOT SYSTEM. A REDUCTION OF THIS AREA

BY GREATER THAN 30% CAN POSE STABILITY CONCERNS FOR THE TREE.

· A SLOW RELEASE FERTILIZER EG: BONE MEAL OR APPROVED EQUAL TO BE APPLIED TO TREES WHERE

ROOT PRUNING OR ROOT DAMAGE HAS OCCURRED.  APPLY PER MANUFACTURER'S

RECOMMENDATIONS

· ROOTS OVER 2.5cm DIAMETER THAT ARE TO BE CUT SHOULD BE PRUNED RATHER THAN LEFT TORN

OR CRUSHED

· AT THE COMMENCEMENT OF CONSTRUCTION AND THROUGHOUT THE DURATION OF CONSTRUCTION

UP TO THE RESTORATION PHASE, PRUNE ROOTS CLEANLY USING ACCEPTABLE ARBORICULTURAL

PRACTICES AND IMMEDIATELY BACKFILL WITH APPROPRIATE MATERIAL. THE FOLLOWING ARE

GENERAL METHODS OF ROOT PRUNING TO TO UTILIZED WHEN GRADING / CONSTRUCTION WILL

OCCUR WITHIN THE DRIPLINE OF TREES:

· ALL LIMBS DAMAGED OR BROKEN DURING THE COURSE OF CONSTRUCTION SHOULD BE

PRUNED CLEANLY, UTILIZING BY-PASS SECATEURS IN ACCORDANCE WITH APPROVED

HORTICULTURAL PRACTICES.  SHOULD THERE BE A POTENTIAL RISK OF TRANSFER OF

DISEASE FROM INFECTED TO NON-INFECTED TREES; TOOLS MUST BE DISINFECTED

AFTER PRUNING EACH TREE BY DIPPING IN METHYL HYDRATE.  THIS PRACTICE IS

PARTICULARLY IMPORTANT DURING PERIODS OF TREE STRESS AND WHEN PRUNING

MANY MEMBERS OF THE SAME GENERA, WITHIN WHICH A DISEASE COULD BE SPREAD

QUICKLY (I.E., VERTICILLIUM WILT ON MAPLES OR FIRE BLIGHT ON GENERA OF THE

ROSACEA FAMILY).

· ALL PRUNING CUTS SHOULD BE MADE TO A GROWING POINT SUCH AS A BUD, TWIG OR

BRANCH,  CUT JUST OUTSIDE THE BRANCH COLLAR (THE SWOLLEN AREA AT THE BASE

OF THE BRANCH THAT SOMETIMES HAS A BARK RIDGE), AND PERPENDICULAR TO THE

BRANCH BEING PRUNED RATHER THAN AS CLOSE TO THE TRUNK AS POSSIBLE.  THIS

MINIMIZES THE SITE OF THE WOUND.  NO STUBS SHOULD BE LEFT.  POOR CUT LOCATION,

POOR CUT ANGLE AND TORN CUTS ARE NOT ACCEPTABLE.

· EXTENSIVE PRUNING IS BEST COMPLETED BEFORE PLANTS BREAK DORMANCY.  PRUNING

SHOULD BE LIMITED TO THE REMOVAL OF NO MORE THAN 25% OF THE TOTAL BUD AND

LEAF BEARING BRANCHES.  PRUNING SHOULD INCLUDE THE CAREFUL REMOVAL OF

DEADWOOD,

BRANCHES THAT ARE WEAK, DAMAGED, DISEASED AND THOSE WHICH WILL 

INTERFERE WITH CONSTRUCTION ACTIVITY,

SECONDARY LEADERS OF CONIFERS,

TRUNK AND ROOT SUCKERS,

TRUNK WATERSPOUTS, AND

TIGHT V-SHAPED OR WEAK CROTCHES (INCLUDED UNIONS).

· THE CONTRACTOR MUST IMMEDIATELY REPORT ANY DAMAGE TO TREES SUCH AS

BROKEN LIMBS, DAMAGE TO ROOTS, OR WOUNDS TO THE MAIN TRUNK OR STEM

SYSTEMS SO THAT THE DAMAGE CAN BE ASSESSED IMMEDIATELY.

· THE TREE PROTECTION FENCING WILL BE MAINTAINED UNTIL ALL CONSTRUCTION IS

COMPLETED, SOILS ARE STABILIZED AND ALL OF THE EQUIPMENT HAS BEEN REMOVED

FROM THE SITE.

· ANY BRANCHES THAT OVERHANG THE WORK AREA AND REQUIRE PRUNING ARE TO BE

PRUNED USING GOOD ARBORICULTURAL PRACTICES UTILIZING BY-PASS SECATEURS IN

ACCORDANCE WITH APPROVED HORTICULTURAL PRACTICES AND/OR AMERICAN

NATIONAL STANDARD (ANSI) A300 (PART 1) - 2008 PRUNING

1. SOIL EXCAVATION USING SUPERSONIC AIR TOOLS, PRESSURIZED WATER OR HAND TOOLS,

FOLLOWED BY SELECTIVE ROOT CUTTING

2. CUTTING THROUGH THE  SOIL ALONG A PREDETERMINED LINE ON THE SURFACE USING TOOL

SPECIFICALLY DESIGNED TO CUT ROOTS

3. MECHANICALLY EXCAVATING (e.g. BACKHOE) THE SOIL AND PRUNING WHAT IS LEFT OF THE

EXPOSED ROOTS.

4. CUTS TO BE MADE WITH HAND PRUNING SHEARS, BY-PASS BLADE, PRUNING SAW. DO NOT USE

ANVIL TYPE PRUNERS.

5. AREAS WHERE EXCAVATION, GRADING AND CONSTRUCTION HAVE COMPACTED SOIL WITHIN A

REDUCED TPZ, AT THE COMPLETION OF CONSTRUCTION, SCARIFY SOIL TO A DEPTH OF 100MM.

RESTORE DISTURBED AREAS AS PER LANDSCAPE PLANS AND /OR NOTES ON TREE

PRESERVATION PLANS.

6. WATER TREES PERIODICALLY DURING CONSTRUCTION;

7. AFTER CONSTRUCTION IT IS RECOMMENDED THAT A 75MM DEPTH LAYER OF MULCH BE PLACED

IN A 2M RADIUS AROUND THE TRUNKS OF THESE TREES.

ROOT PRUNING PRACTICES:

BRANCH PRUNING PRACTICES:

TREE PRESERVATION NOTES AND GUIDELINES

GENERAL RECOMMENDATIONS:

· IT IS THE APPLICANTS’ RESPONSIBILITY TO DISCUSS POTENTIAL IMPACTS TO TREES LOCATED NEAR OR

WHOLLY ON ADJACENT PROPERTIES OR ON SHARED BOUNDARY LINES WITH THEIR NEIGHBOURS.

SHOULD SUCH TREES BE INJURED TO THE POINT OF INSTABILITY OR DEATH THE APPLICANT MAY BE

HELD RESPONSIBLE THROUGH CIVIL ACTION. THE APPLICANT WOULD ALSO BE REQUIRED TO REPLACE

SUCH TREES TO THE SATISFACTION OF URBAN FORESTRY

· TREE PROTECTION BARRIERS SHALL BE INSTALLED TO STANDARDS AS DETAILED IN THIS DOCUMENT

AND TO THE SATISFACTION OF URBAN FORESTRY

· TREE PROTECTION BARRIERS MUST BE INSTALLED USING PLYWOOD CLAD HOARDING (MINIMUM 19MM

OR ¾" THICK) OR AN EQUIVALENT APPROVED BY URBAN FORESTRY

· WHERE REQUIRED, SIGNS AS SPECIFIED IN SECTION 4, TREE PROTECTION SIGNAGE MUST BE

ATTACHED TO ALL SIDES OF THE BARRIER

· PRIOR TO THE COMMENCEMENT OF ANY SITE ACTIVITY SUCH AS SITE ALTERATION, DEMOLITION OR

· CONSTRUCTION, THE TREE PROTECTION MEASURES SPECIFIED ON THIS PLAN MUST BE INSTALLED TO

THE SATISFACTION OF URBAN FORESTRY

· ONCE ALL TREE/SITE PROTECTION MEASURES HAVE BEEN INSTALLED, URBAN FORESTRY STAFF MUST

BE CONTACTED TO ARRANGE FOR AN INSPECTION OF THE SITE AND APPROVAL OF THE TREE/SITE

PROTECTION REQUIREMENTS.  PHOTOGRAPHS THAT CLEARLY SHOW THE INSTALLED TREE/SITE

PROTECTION SHALL BE PROVIDED FOR URBAN FORESTRY REVIEW

· WHERE CHANGES TO THE LOCATION OF THE APPROVED TPZ OR SEDIMENT CONTROL OR WHERE

TEMPORARY ACCESS TO THE TPZ IS PROPOSED, URBAN FORESTRY MUST BE CONTACTED TO OBTAIN

APPROVAL PRIOR TO ALTERATION

· TREE PROTECTION BARRIERS MUST REMAIN IN PLACE AND IN GOOD CONDITION DURING DEMOLITION,

CONSTRUCTION AND/OR SITE DISTURBANCE, INCLUDING LANDSCAPING, AND MUST NOT BE ALTERED,

MOVED OR REMOVED UNTIL AUTHORIZED BY URBAN FORESTRY

· NO CONSTRUCTION ACTIVITIES INCLUDING GRADE CHANGES, SURFACE TREATMENTS OR EXCAVATION

OF ANY KIND ARE PERMITTED WITHIN THE AREA IDENTIFIED ON THE TREE PROTECTION PLAN OR SITE

PLAN AS A MINIMUM TREE PROTECTION ZONE (TPZ). NO ROOT CUTTING IS PERMITTED. NO STORAGE OF

MATERIALS OR FILL IS PERMITTED WITHIN THE TPZ. NO MOVEMENT OR STORAGE OF VEHICLES OR

EQUIPMENT IS PERMITTED WITHIN THE TPZ. THE AREA(S) IDENTIFIED AS A TPZ MUST BE PROTECTED

AND REMAIN UNDISTURBED AT ALL TIMES

· ALL ADDITIONAL TREE PROTECTION OR PRESERVATION REQUIREMENTS, ABOVE AND BEYOND THE

INSTALLATION OF TREE PROTECTION BARRIERS, MUST BE UNDERTAKEN OR IMPLEMENTED AS

DETAILED IN THE URBAN FORESTRY APPROVED ARBORIST REPORT AND/OR THE APPROVED TREE

PROTECTION PLAN AND TO THE SATISFACTION OF URBAN FORESTRY

· IF THE MINIMUM TREE PROTECTION ZONE (TPZ) MUST BE REDUCED TO FACILITATE CONSTRUCTION

ACCESS, THE TREE PROTECTION BARRIERS MUST BE MAINTAINED AT A LESSER DISTANCE AND THE

EXPOSED PORTION OF TPZ MUST BE PROTECTED USING A HORIZONTAL ROOT PROTECTION METHOD

APPROVED BY URBAN FORESTRY

· ANY ROOTS OR BRANCHES INDICATED ON THIS PLAN WHICH REQUIRE PRUNING, AS APPROVED BY

URBAN FORESTRY, MUST BE PRUNED BY AN ARBORIST. ALL PRUNING OF TREE ROOTS AND BRANCHES

MUST BE IN ACCORDANCE WITH GOOD ARBORICULTURAL PRACTICE. ROOTS THAT HAVE RECEIVED

APPROVAL FROM URBAN FORESTRY TO BE PRUNED MUST FIRST BE EXPOSED USING PNEUMATIC (AIR)

EXCAVATION, BY HAND DIGGING OR BY A USING LOW PRESSURE HYDRAULIC (WATER) EXCAVATION.

· THE WATER PRESSURE FOR HYDRAULIC EXCAVATION MUST BE LOW ENOUGH THAT ROOT BARK IS NOT

DAMAGED OR REMOVED. THIS WILL ALLOW A PROPER PRUNING CUT AND MINIMIZE TEARING OF THE

ROOTS. THE ARBORIST RETAINED TO CARRY OUT CROWN OR ROOT PRUNING MUST CONTACT URBAN

FORESTRY NO LESS THAN THREE WORKING DAYS PRIOR TO CONDUCTING ANY SPECIFIED WORK

· THE APPLICANT/OWNER SHALL PROTECT ALL BY-LAW REGULATED TREES IN THE AREA OF

CONSIDERATION THAT HAVE NOT BEEN APPROVED FOR REMOVAL THROUGHOUT DEVELOPMENT

WORKS TO THE SATISFACTION OF URBAN FORESTRY CONVICTIONS OF OFFENCES RESPECTING THE

REGULATIONS IN THE STREET TREE BY-LAW AND PRIVATE.

· TREE BY-LAW ARE SUBJECT TO FINES. A PERSON CONVICTED OF AN OFFENCE UNDER THESE BY-LAWS

IS LIABLE TO A MINIMUM FINE OF $500 AND A MAXIMUM FINE OF $100,000 PER TREE, AND /OR A SPECIAL

FINE OF $100,000.  THE LANDOWNER MAY BE ORDERED BY THE CITY TO STOP THE CONTRAVENING

ACTIVITY OR ORDERED TO UNDERTAKE WORK TO CORRECT THE CONTRAVENTION

· PRIOR TO SITE DISTURBANCE THE OWNER MUST CONFIRM THAT NO MIGRATORY BIRDS ARE MAKING

USE OF THE SITE FOR NESTING.  THE OWNER MUST ENSURE THAT THE WORKS ARE IN CONFORMANCE

WITH THE MIGRATORY BIRD CONVENTION ACT AND THAT NO MIGRATORY BIRD NESTS WILL BE

IMPACTED BY THE PROPOSED WORK.

· TO AVOID INTERFERENCE WITH THE EGGS, NESTS OR YOUNG OF BIRDS PROTECTED UNDER THE

FEDERAL MIGRATORY BIRDS CONVENTION ACT , REMOVALS SHOULD NOT OCCUR FROM MARCH 31 TO

AUGUST 31 OF ANY GIVEN YEAR. IDEALLY, REMOVALS SHOULD OCCUR FROM AUGUST THROUGH

DECEMBER TO AVOID INTERFERENCE WITH ALL NESTING BIRDS. SHOULD REMOVALS BE REQUIRED

WITHIN THE MARCH 31 TO AUGUST 31 BREEDING PERIOD, A QUALIFIED AVIAN BIOLOGIST SHOULD

CONDUCT A THOROUGH SURVEY IMMEDIATELY PRIOR TO THE DESIRED TREE REMOVAL DATE TO

CONFIRM PRESENCE OR ABSENCE OF PROTECTED SPECIES. IF PROTECTED SPECIES ARE PRESENT,

REMOVALS CANNOT OCCUR WITHOUT A PERMIT FROM THE CANADIAN WILDLIFE SERVICE.
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